
JOINTS FOR ROUND POSTS

OUTDOOR

Hot dip galvanizing for outdoor use in service classes 1, 2 and 3.

ROUND COLUMNS

Ideal for fences with circular section wooden elements.

FIELDS OF USE

Construction of fences.

Suitable for elements in:

• solid timber softwood and hardwood

• glulam, LVL

MATERIAL

zinc-plated carbon steel

SERVICE CLASS
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CODES AND DIMENSIONS

CODE a x b d s Ø pole Ø1 Ø2 pcs

[mm]
[in]

[mm]
[in]

[mm]
[in]

[mm]
[in]

[mm]
[in]

[mm]
[in]

1 ROUND100
208 x 68

8 3/16 x 2 11/16
-

2,5

0.10

Ø100

Ø3.94

Ø11

Ø 0.44

Ø5

Ø 0.20
10

2 ROUNDE100
117,5 x 70

4 5/8 x 2 3/4
-

2,5

0.10

Ø100

Ø3.94

Ø11

Ø 0.44

Ø5

Ø 0.20
10

3 ROUNDH100
70 x 65

2 3/4 x 2 9/16

70

2 3/4

2,5

0.10

Ø100

Ø3.94

Ø11

Ø 0.44

Ø11

Ø 0.44
10

CODE a d b s Ø pole Ø pcs

[mm]
[in]

[mm]
[in]

[mm]
[in]

[mm]
[in]

[mm]
[in]

[mm]
[in]

1 ROUNDL80
80

3 1/8

80

3 1/8

57

2 1/4

1,5

0.06

Ø60-Ø80

Ø2.37 - Ø3.15

Ø5

Ø 0.20
100

2 ROUNDL120
123

4 13/16

123

4 13/16

74

2 15/16

1,5

0.06

Ø100-Ø120

Ø3.94 - Ø4.73

Ø5

Ø 0.20
100

CODE a b d s Ø pcs

[mm]
[in]

[mm]
[in]

[mm]
[in]

[mm]
[in]

[mm]
[in]

ROUNDU80
80

3 1/8

345

13 9/16

40

1 9/16

3,0

0.12

Ø6

Ø 0.24
1

ROUNDU100
100

4

345

13 9/16

40

1 9/16

3,0

0.12

Ø6

Ø 0.24
1

ROUNDU120
120

4 3/4

345

13 9/16

40

1 9/16

3,0

0.12

Ø6

Ø 0.24
1

FENCES

Ideal for joining round section wood:

• ROUND100 for pass-through joints; 

• ROUNDE100 for end joints;

• ROUNDH100 for the handrail joint.
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